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Touch-Screen 
Guard Tour Probe

Features

Specifications

Dimension

GTP-8000

Reading

Data transmission

Fingerprint

Camera

GPS

Storage capacity

The item for each spot

Battery

Dimension

125kHz EM card

3G network/Magnetic USB cable

Semiconductor fingerprint reader

2.0 megapixel back camera

<=10 meters positioning precision

10,000 logs

30 pcs( Expandable to level 4 menu.)

2700mAh built-in rechargeable lithium battery

138mm x 66mm x 20mm

Operation prompt

Display

Fingerprint capacity

Image storage

Voice communication

Impact record

IP grade

Working consumption

Net weight

Vibration + LED+ LCD

TFT 3.5' capacitive touch screen

Max 225

TF card, 8G(12,800 pcs)

10 sets dialable phone number

32,000 pcs

IP 67

100-120mA

224g

> GPS positioning, can report the staff position on the map in real time 

> GPRS+Magnetic USB communication, high-speed free driver, operation speed up to 10 times 

> Voice call, the staff can dial 10 phone numbers that authorized in software 

> Flash lamp+2.0 mega HD camera, reappear the working site veritably 

> Semiconductor fingerprint technology, avoid the impostor effectively

3G

138mm 

66mm 




